PORT WARATAH
PERSONAL PROTECTIVE EQUIPMENT (PPE) COAL SERVICES

®* Persons accessing the wharf or any terminal area MUST wear appropriate personal protective equipment (PPE).

® This applies to vessel crew accessing the wharf for any purpose, including when transiting from the gangway to a vehicle.

® Vessel crew must use their own PPE. Port Waratah will not provide PPE.

MINIMUM PPE required for wharf area:

® Safety Helmet

®* Eye Protection

¢ Steel Cap Enclosed Footwear

®* Long Sleeve Shirt and Long Trousers
® High Visibility Safety Vest or Clothing

® |ifejackets to be worn when accessing the gangway and wharf apron area.

* Any additional safety equipment required in the area as directed by Port VWaratah.

SAFE ACCESS

® Transport between vessel and security gate by Accredited Transport Providers only.

® Escort only by Port Waratah inducted personnel when accessing areas away from vessel.

NO ACCESS to gangway and lower wharf deck when another vessel is passing.

¢ Always minimise exposure to tensioned mooring lines.

NO PEDESTRIAN ACCESS ALLOWED THROUGH PORT WARATAH
NO WALKING

ACCREDITED TRANSPORT PROVIDERS

® Shore leave is available at Newcastle with Master approval.

®* Pick up and drop off must be from the vessel.

®* PPE MUST be worn when boarding or leaving the vessel.

* Port Waratah will not provide transport to any person(s) dropped off at the VWharf Security gate.

MISSION TO SEAFARERS
Telephone - (02) 4961 5007

SEAKING
Telephone - (02) 40327911
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PORT WARATAH TERMINAL SAFETY VIDEOS

®* Vessel personnel to watch Pre- Arrival Terminal Videos prior to arrival at Port Waratah.
® Videos provide information relating to key Safety, Operations and Enviromental requirements.
® Available in 3 languages - English, Tagalog and Chinese.

VESSELS HUB - https://pwcs.com.au/vessels/

CARGO HOLD ACCESS

® Terminal Representative MUST be notified of any cargo hold access requirements at vessel sign-up and prior to entry.
® This includes vessel crew and other parties such as Marine Surveyors
®* Entry MUST be supervised by an Officer of the vessel.

MANUAL COAL SAMPLES FROM HATCHES WHILST AT BERTH IS STRICTLY PROHIBITED

GANGWAY ACCESS

® The gangway is to be supported at the top and must not be resting on the wharf.
® The gangway will be securely connected to a brow (brow is supplied by terminal). Ensure the connection between the gangway and

brow is secure with adequate stanchions and/or rope barrier.

® Rig gangways with safety nets at handrail height and on the gangway underside to reduce the
risk of a person falling. Rigging work is not permitted while under pilotage.

® Utilise a ‘secondary support’ that can hold the weight of the gangway should the main
gangway support fail. The secondary support may utilise the stores crane, a strong wire\rope
tied on a secure fixture, a purpose-built device or cther solution as determined by the vessel.

® The main gangway support should take the weight of the gangway, not the secondary support.

®* The safe working load (SWL) of all components of the secondary support arrangement must
be greater than 2 tonnes. This includes all ropes, wires, pullies, fittings, davits and vessel cranes
which form the arrangement.

® The secondary support may be temporarily removed upon the approval of the Terminal
Representative. Access between the vessel and shore shall be suspended and appropriately

barricaded until the secondary support is reinstalled.

A

= PORT WARATAH
i FORT M



BROW ONLY ACCESS

® The brow MUST NOT be placed directly on the vessel handrails.

® The brow is to be placed and secured on the vessel deck apron (gunnel) where handrails are removed.
® The brow gradient is not to exceed 30 degrees from horizontal.

* See below for UNACCEPTABLE setup for Brow on Gunnel

HEALTH AND SAFETY

® Port VWaratah takes a risk-based approach to managing communicable diseases.

®* Port Waratah expectation is all person(s) adhere to any current New South Wales (NSW) Government Health Requirements. This
includes but is not limited to maintain physical distance, PPE where applicable and hygiene guidelines.

® Vessel Representative reports to the Wharf Office (Demountable), with the supplied ccal loading plan as soon as the gangway is safely
rigged to begin sign-up. PPE including masks are available for wear during sign up.

® Terminal Representative may access the deck of a vessel to ensure safe loading occurs.

®* Compliance with all controls when boarding vessel must be adhered to e.g., face mask, minimise interactions and time onboard, no

entry to accommodation, physical distancing where practical and hygiene guidelines.

VESSEL MANOMETER

® Coal ships visiting the Port of Newcastle are not to utilise rope ladders for reading draught marks.
* Vessels are required to have a functioning and accurate manometer to determine the list of the vessel.
® Design criteria for a manometer are available in the Port Waratah Coal Terminal Information Handbook.

PILOT LADDER

All vessels arriving at Newcastle shall be equipped with pilot ladders that conform with the following;
® | ess than 30 months old or
* Where the pilot ladder has been in service for greater than 30 months the pilot ladder shall have been subjected to a strength test as
required under I1SO 799-1:2019.
Refer Port Authority of NSW Newcastle HMI 22-001E




